


SPECIFICATIONS
Hino 300 614 SWB Hino 300 614 LWB Hino 300 714 SWB Hino 300 714 LWB Hino 300 814 LWB Hino 300 815 LWB Auto

Hino 300 815 Auto 
Crew Cab

Hino 300 915 LWB

Dimensions (mm) BBC - Rear Structure 1560 1560 1670 1670 1670 1670 2680 1670

CA - Cab to Axle 1945 2820 2870 3310 3310 3640 2630 3640

CH - Cab Height 2115 2110 2220 2220 2220 2215 2235 2235

CW - Cab Width (Excl. Mirrors) 1695 1695 1995 1995 1995 1995 1995 1995

FH - Frame Height Rear Axle 705 705 785 785 795 795 795 805

FOH - Front Overhang 980 980 1110 1110 1110 1110 1110 1110

FT - Front Track 1400 1400 1655 1655 1655 1655 1655 1655

FW - Frame Width (Outside) 700 700 750 750 750 750 750 750

Max. Homologated Body Width (Min-Max) 1870 - 2100 1870 - 2100 1995 - 2500 1995 - 2500 1995 - 2500 1995 - 2500 1995 - 2500 2055 - 2500

MGC - Minimum Ground Clearance 195 195 210 210 215 215 210 200

OL - Overall Length 4710 5965 6120 6735 6735 7245 7245 7250

OVH - Overall Vehicle Height 2115 2110 2220 2220 2220 2215 2235 2235

ROH - Rear Overhang 1135 1555 1580 1760 1760 1940 1940 1940

RT - Rear Track 1435 1435 1520 1520 1520 1520 1520 1590

WARW - Width Across Rear Wheels 1870 1870 1985 1985 1985 1985 1985 2055

WB - Wheel Base Std 2525 3400 3430 3870 3870 4200 4200 4200

WB - Wheel Base (Min-Max) 2525 - 3800 2525 - 3800 3430 - 4600 3430 - 4600 3430 - 4800 4200 - 5200 4200 - 5200 4200 - 5200
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Engine Model N04C - VA N04C - VA N04C - VA N04C - VA N04C - VA N04C - VB N04C - VB N04C - VB

4 Stroke Compression Ignition Yes Yes Yes Yes Yes Yes Yes Yes

Aspiration Turbo Intercooled Turbo Intercooled Turbo Intercooled Turbo Intercooled Turbo Intercooled Turbo Intercooled Turbo Intercooled Turbo Intercooled

Bore X Stroke 104 X 118 104 X 118 104 X 118 104 X 118 104 X 118 104 X 118 104 X 118 104 X 118

Capacity (cc) 4009 4009 4009 4009 4009 4009 4009 4009

Compression Ratio 18:1 18:1 18:1 18:1 18:1 18:1 18:1 18:1

Configuration In-line In-line In-line In-line In-line In-line In-line In-line

Engine Oil Cooler Yes Yes Yes Yes Yes Yes Yes Yes

Euro Emission Status Euro 3 Euro 3 Euro 3 Euro 3 Euro 3 Euro 3 Euro 3 Euro 3

Firing Order 1 - 3 - 4 - 2 1 - 3 - 4 - 2 1 - 3 - 4 - 2 1 - 3 - 4 - 2 1 - 3 - 4 - 2 1 - 3 - 4 - 2 1 - 3 - 4 - 2 1 - 3 - 4 - 2 

Max Eng. Speed rpm 3000 3000 3000 3000 3000 3100 3100 3100

Number of Main Bearings 5 5 5 5 5 5 5 5

Number of Cylinders 4 4 4 4 4 4 4 4

Number of Valves per Cylinders 4 4 4 4 4 4 4 4

Power (EEC/ISO NET) (kW@rpm) 100 @ 2500 100 @ 2500 100 @ 2500 100 @ 2500 100 @ 2500 110 @ 2800 110 @ 2800 110 @ 2800

Torque (Nm@rpm) 392 @ 1600 392 @ 1600 392 @ 1600 392 @ 1600 392 @ 1600 420 @ 1400 420 @ 1400 420 @ 1400

Type of Cylinders (Liners; Wet or Dry) Dry Liners Dry Liners Dry Liners Dry Liners Dry Liners Dry Liners Dry Liners Dry Liners

Valve Configuration Overhead Overhead Overhead Overhead Overhead Overhead Overhead Overhead

Mass Data (kg) A - Front 2300 2300 3100 3100 3100 3100 3100 3100

A - Rear 4360 4360 5100 5100 5500 5500 5500 6200

Approx. Body + Payload Allowance 3390 3315 4135 4120 5090 4795 4610 5950

D/T 7300 7300 8300 8300 9300 9100 9100 10300

GA - Front 2600 2600 3100 3100 3100 3100 3100 3100

GA - Rear 4400 4400 5100 5100 5500 5500 5500 6200

GCM 7300 7300 8300 8300 9300 9100 9100 10300

GVM 5500 5500 6500 6500 7500 7300 7300 8500

Tare - Front 1355 1385 1550 1565 1575 1645 1745 1630

Tare - Rear 755 800 815 815 835 860 945 920

Tare - Total (Incl. Spare Wheel) 2110 2185 2365 2380 2410 2505 2690 2550

V - Rating 5500 5500 6500 6500 7500 7300 7300 8500

Performance (sea level) First Gear Grade - (at Max. gvm) 41.3 41.3 35.4 35.4 33.0 60.0 60.0 36.9

Geared Speed-km/h (Max. Power rpm) 132 132 127 127 117 138 138 121

Front Axle Type Reversed Elliot 'I' Beam Reversed Elliot 'I' Beam Reversed Elliot 'I' Beam Reversed Elliot 'I' Beam Reversed Elliot 'I' Beam Reversed Elliot 'I' Beam Reversed Elliot 'I' Beam Reversed Elliot 'I' Beam

Rear Axle Housing Type Full Floating Full Floating Full Floating Full Floating Full Floating Full Floating Full Floating Full Floating

Inter-Axle Diff Lock N/A N/A N/A N/A N/A N/A N/A N/A

Make Hino Hino Hino Hino Hino Hino Hino Hino

Ratio 4.333 4.333 4.625 4.625 4.875 5.125 5.125 4.875

Type Single Reduction Hypoid Single Reduction Hypoid Single Reduction Hypoid Single Reduction Hypoid Single Reduction Hypoid Single Reduction Hypoid Single Reduction Hypoid Single Reduction Hypoid

Service Brakes ABS Yes Yes Yes Yes Yes Yes Yes Yes

Hino 300 614 SWB Hino 300 614 LWB Hino 300 714 SWB Hino 300 714 LWB Hino 300 814 LWB Hino 300 815 LWB Auto
Hino 300 815 Auto  

Crew Cab
Hino 300 915 LWB



Date: 03/2012          Part no. Hino300BL          Waste Tyre Reg No. TPREG0031GAU

Certain vehicle details and specifications contained in this brochure may differ from the available models. Hino Motors limited and Hino South Africa reserves the 
right to alter any details of specifications and equipment without notice. For the most current information on prices and specifications, as well as comprehensive 

information about products offered by Hino, contact your dealer, or Hino South Africa. Call 0800 139 111 or visit www.hino.co.za
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Model M550 M550 M550 M550 M550 A860E A860E MYY6S

Number of forward Gears 5 5 5 5 5 6 6 6

Reverse Ratio 4.625 4.625 4.625 4.625 4.625 3.697 3.697 5.701

Wheels & Tyres Attachment 5 Stud Disc Wheel 5 Stud Disc Wheel 6 Stud Disc Wheel 6 Stud Disc Wheel 6 Stud Disc Wheel 6 Stud Disc Wheel 6 Stud Disc Wheel 6 Stud Disc Wheel

Number of Wheels including Spare 7 7 7 7 7 7 7 7

Spare Wheel Carrier Location Rear Chassis Rear Chassis Rear Chassis Rear Chassis Rear Chassis Rear Chassis Rear Chassis Rear Chassis

Tyre Construction Tubeless Tubeless Tubeless Tubeless Tubeless Tubeless Tubeless Tubeless

Tyre Size 205/75R16C 205/75R16C 215/75R17.5 215/75R17.5 215/75R17.5 215/75R17.5 215/75R17.5 215/75R17.5

Load/Speed Rating 113/111 113/111 126/124 126/124 126/124 126/124 126/124 126/124

Wheel Size 16 x 5.50 16 x 5.50 17.5 x 6.00 17.5 x 6.00 17.5 x 6.00 17.5 x 6.00 17.5 x 6.00 17.5 x 6.00

Wheel Type Single Piece Steel Single Piece Steel Single Piece Steel Single Piece Steel Single Piece Steel Single Piece Steel Single Piece Steel Single Piece Steel

Fuel Tank Capacity ( l ) 80 100 100 100 100 100 100 100

Safety & Security Airbags Driver and Passenger Driver and Passenger Driver and Passenger Driver and Passenger Driver and Passenger Driver and Passenger Driver and Passenger Driver and Passenger

Seatbelt Pre-Tensioner Driver and Passenger Driver and Passenger Driver and Passenger Driver and Passenger Driver and Passenger Driver and Passenger Driver and Passenger Driver and Passenger

Transponder Key Immobiliser Standard Standard Standard Standard Standard Standard Standard Standard

Side Impact Beams Standard Standard Standard Standard Standard Standard Standard Standard

Microdot Vehicle Identification Standard Standard Standard Standard Standard Standard Standard Standard

Comfort & Convenience Air Conditioner Standard Standard Standard Standard Standard Standard Standard Standard

Key Activated Central Locking Standard Standard Standard Standard Standard Standard Standard Standard

Electric Windows Driver and Passenger Driver and Passenger Driver and Passenger Driver and Passenger Driver and Passenger Driver and Passenger Driver and Passenger Driver and Passenger

Radio/CD Player Standard Standard Standard Standard Standard Standard Standard Standard

Storage Facilities Standard Standard Standard Standard Standard Standard Standard Standard

Aftersales Service Intervals* 20 000 kms 20 000 kms 20 000 kms 20 000 kms 20 000 kms 20 000 kms 20 000 kms 20 000 kms

Warranty Period 24 Months Unlimited kms 24 Months Unlimited kms 24 Months Unlimited kms 24 Months Unlimited kms 24 Months Unlimited kms 24 Months Unlimited kms 24 Months Unlimited kms 24 Months Unlimited kms

Brake system: Front Disc Disc Drum Drum Drum Drum Drum Drum

Brake system: Rear Drum Drum Drum Drum Drum Drum Drum Drum

Dual Circuit Yes Yes Yes Yes Yes Yes Yes Yes

LSP Valve on Rear Axle Not Fitted Not Fitted Not Fitted Not Fitted Not Fitted Not Fitted Not Fitted Not Fitted

Type Vacuum Servo Hydraulic Vacuum Servo Hydraulic Vacuum Servo Hydraulic Vacuum Servo Hydraulic Vacuum Servo Hydraulic Vacuum Servo Hydraulic Vacuum Servo Hydraulic Vacuum Servo Hydraulic

Parking Brake Type Rear of Transmission Rear of Transmission Rear of Transmission Rear of Transmission Rear of Transmission Rear of Transmission Rear of Transmission Rear of Transmission

Steering Ratio 22.6:1 22.6:1 20.9:1 20.9:1 20.9:1 20.9:1 20.9:1 20.9:1

Steering Column Tilt and Telescopic Tilt and Telescopic Tilt and Telescopic Tilt and Telescopic Tilt and Telescopic Tilt and Telescopic Tilt and Telescopic Tilt and Telescopic

Turning Radius between Kerbs: (mm) 5500 7200 6200 6900 6900 7400 7400 7400

Turning Radius between Walls: (mm) 6000 7700 6900 7600 7600 8100 8100 8100

Type Recirculating Ball Recirculating Ball Recirculating Ball Recirculating Ball Recirculating Ball Recirculating Ball Recirculating Ball Recirculating Ball

Transmission Synchromesh or Automatic Synchromesh Synchromesh Synchromesh Synchromesh Synchromesh Automatic Automatic Synchromesh

Gear Ratio 1-top gear: 4.981 - 0.738 4.981 - 0.738 4.981 - 0.738 4.981 - 0.738 4.981 - 0.738 3.742 - 0.634 3.742 - 0.634 5.979 - 0.759

Gearshift Operation Mechanical Mechanical Mechanical Mechanical Mechanical Automatic Automatic Mechanical

Make Hino Hino Hino Hino Hino Hino Hino Hino

Hino 300 614 SWB Hino 300 614 LWB Hino 300 714 SWB Hino 300 714 LWB Hino 300 814 LWB Hino 300 815 LWB Auto
Hino 300 815 Auto  

Crew Cab
Hino 300 915 LWB

Service Intervals
20 000 kms dependent on application and operating conditions 

*


